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(57) Abstract: Disclosed is a method for structuring the surface of a 
synthetic fiber, according to which a substantially cylindrical fiber 
(2) is provided with a predefined surface structure (38 38a 38b) 
by means of plastic defoimadon. A fiber (2) that is supplied in a 
plastically deformable state is plastically deformed in an embossing 
T^o? mCanS ° f 3 ^^lithographically structured embossing 
roller (28) having a maximum structural fineness of 10 ?m and is 

^^t 61 "* 1 int ° 3 rigid state while ^ CTe ated surface strocture 
(38, 38a, 38b) is maintained. 

(57) Zusammenfassung: Bei einem Verfahren zur Oberflachen- 
stnikmnening einer synthetischen Faser wird eine im Wesentlichen 
zyhnderfdnnige Faser (2) durch plastisches Verforaien mil einer 
voigegebenen Oberflachenstrukmr (38, 38a, 38b) ausgestattet 
Dabei wird eine in einem plastisch verformbaren Zustand bereit- 
gestellte Faser (2) durch Pragen mittels einer milcrolithographisch 
sttuktunerten Pragewalze (28), welche eine Strukturfeinheit von 
hochstens 10 pm aufweist, plastisch verformt und danach unter 
Beibehaltung der ausgebildeten Oberfiachenstruktur (38, 38a 38b) 
in einen erstarrten Zustand Ubergefilhrt. 
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